20020928.ba v03_n397.bam.20020928

>From ???@??? Sat Sep 28 10:48:08 2002 -0500
Message-Id: <200209281547.g8SFlh3g027100@sco.theporch.com>
Date: Sat, 28 Sep 2002 10:47:17 CDT
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 3397

			    BOATANCHORS Digest 3397

Topics covered in this issue include:

  1) DB-22
	by "Hue Miller" <kargo_cult@msn.com>
  2) FS  R4-B housing
	by "Jack Antonio" <scr-287@sbcglobal.net>
  3) FS  Harvey Wells AR-3A aircraft receiver
	by "Jack Antonio" <scr-287@sbcglobal.net>
  4) For trade: Gonset G-76
	by "Hue Miller" <kargo_cult@msn.com>
  5) DAQ and DAU Sets 
	by Jerry Proc <jerry.proc@sympatico.ca>
  6) Measurements Corp. GDO help
	by Ralph Parker <rparker@dccnet.com>
  7) Re: Measurements Corp. GDO help
	by "Sandy, W5TVW" <ebjr@i-55.com>
  8) Re: Measurements Corp. GDO help
	by Bob Roehrig <broehrig@aurora.edu>
  9) Re: Measurements Corp. GDO help
	by cswiger <cswiger@widomaker.com>
 10) RE: Measurements Corp. GDO help
	by "Bill Hawkins" <bill@iaxs.net>
 11) special audio tube
	by Morris Odell <MorrisO@vifp.monash.edu.au>
 12) Re: special audio tube
	by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org>
 13) Re: special audio tube
	by <jerry.proc@sympatico.ca>
 14) Translation?  Crystal filters redux
	by "A. B. Bonds" <ab@vuse.vanderbilt.edu>
 15) Need Manuals: HQ-180, HA-1, EE-3, QF-1A
	by Merz Donald S <merz.ds@mellon.com>
 16) RE: Need Manuals: HQ-180, HA-1, EE-3, QF-1A
	by "Larry Menzel" <retire@rconnect.com>
 17) RE: Translation?  Crystal filters redux
	by "WF2U" <wf2u@starband.net>
 18) Help with Heathkit SB-200
	by "Roecker, Greg" <greg.roecker@lmco.com>
 19) Maroon EFJ Paint?
	by "James C. Garland" <4cx250b@muohio.edu>
 20) A  powful tool
	by basalop <basalop@gte.net>
 21) FS: misc. items & pubs
	by Avery Comarow <acomarow@usnews.com>

----------------------------------------------------------------------
From: "Hue Miller" <kargo_cult@msn.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: DB-22
Date: Sun, 22 Sep 2002 03:53:35 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit
Message-ID: <OE1538IUt2QsfeWZSUz00024dd5@hotmail.com>

I have an RME preselector DB-22 that is restorable and i have no interest in
restoring it.
Actually, i have not much interest in spending time packing it, but i am
thinking, the Right
Thing to do is to make it available to someone who maybe likes RME, after
all, karma
accrues, and all that.

This thing is in moderate dog condition:

No rust on chassis, no knobs, front panel plastic dial area lettering is
"C" - band markings
are strong but "RME" letters are 50% weak. Cabinet must have a repaint.
Weighs 6 lbs.
unpacked. I am willing to ship it for shipping cost only, but you agree to
round up to next
whole dollar amount - cash or check.  I think the original knobs were kinda
chrome-ish.
But with a grey repaint and some non-glitzey knobs it would look pretty
good. Probably
nuff said.

I am not sure why someone would want yet more RF gain. Possibly in "those
days"
strong signals were not that much of a problem, that plus many receiver
tubes didn't
offer much on 10m.
Hue Miller   ( 97322 zip for reckoning postage )

------------------------------
Message-ID: <000901c26281$fa6ac640$6501a8c0@scr274n>
From: "Jack Antonio" <scr-287@sbcglobal.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: FS  R4-B housing
Date: Sun, 22 Sep 2002 14:49:49 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Hi all

I have the upper and lower housing for a Drake R4-B for sale.

I would rate them as a 7 out 10 cosmetically, a few scratches
and scuffs, but no dents or bends.

$30 shipped to USA


Thanks

Jack Antonio WA7DIA
scr-287@sbcglobal.net


------------------------------
Message-ID: <001801c26286$728d5580$6501a8c0@scr274n>
From: "Jack Antonio" <scr-287@sbcglobal.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: FS  Harvey Wells AR-3A aircraft receiver
Date: Sun, 22 Sep 2002 15:21:49 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Hi all

I have a Harvey Wells AR-3A aircraft receiver for sale,
covers 200-400 kc and the old standard  AM broadcast band.

In only fair shape, case and panel are scuffed, scratched
and a small dent in the upper right corner of the panel,
but as far as I can tell, unmodified.

How about $20 shipped to USA?

Jack Antonio WA7DIA
scr-287@sbcglobal.net


------------------------------
From: "Hue Miller" <kargo_cult@msn.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: For trade: Gonset G-76
Date: Sun, 22 Sep 2002 23:50:01 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit
Message-ID: <OE926YHkidcDjoYAPNX000097d2@hotmail.com>

I have a Gonset G-76  80-6m AM transceiver, with factory AC/spkr and
orig.manual.
Radio about 8.5 now - not used for 20 years - knobs have "knob fungus" on
them, but
this is nonfatal and they can be cleaned. Top cabinet has a nickel sized
circle where paint
has flaked off, but you actually have to look for it, compared against the
rest of the cabinet
background.
PS has some few scratches on top, about an 8. The radio will clean up to a
9.5, maybe
better.
Interested in GC receiver only, solidstate or v-t, trade only at this point.
Tnx, Hue

------------------------------
Message-ID: <3D8FBA7D.6F0B8950@sympatico.ca>
Date: Mon, 23 Sep 2002 21:06:05 -0400
From: Jerry Proc <jerry.proc@sympatico.ca>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: DAQ and DAU Sets 
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Hello Group,

Does anyone know the differences between the WWII era DAQ and DAU
direction finding sets? I have a photo of each unit. As far as I can
see, the receiver looks the same but the power supply shelf in the DAQ
has 5 switches as opposed to the three on the DAU.

--

Regards,
Jerry Proc VE3FAB
Toronto, Ontario
e-mail: jerry.proc@sympatico.ca
http://webhome.idirect.com/~jproc/ve3fab

------------------------------
Message-Id: <3.0.5.32.20020923233348.00813e30@pop3.dccnet.com>
Date: Mon, 23 Sep 2002 23:33:48 -0700
To: Old Tube Radios <boatanchors@theporch.com>
From: Ralph Parker <rparker@dccnet.com>
Subject: Measurements Corp. GDO help
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Hi Gang:
A friend of mine just acquired a Measurements Corp. Model 59 grid dip
meter,  Ser.#8530. (Boonton, I think)
It is, however, missing the low frequency coil (2.2 - 5.0 Mc).
Should anyone have a spare, or coil winding information so he can make one,
we'd be most grateful.

VE7XF

------------------------------
Message-ID: <001801c2640b$f3c09e60$ce9ccdd1@ebjr>
From: "Sandy, W5TVW" <ebjr@i-55.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Measurements Corp. GDO help
Date: Tue, 24 Sep 2002 15:49:16 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

On mine the coil looks like it is wound with #34 enemelled wire, winding is 21/32"
long.  Measures 108 uhy. on my "Q" meter and also an Autek RF-1 meter.  Hope this
helps.
The form is 3/4" OD of course.

73,

Sandy W5TVW
----- Original Message -----
From: "Ralph Parker" <rparker@dccnet.com>
To: "Old Tube Radios" <boatanchors@theporch.com>
Sent: Tuesday, September 24, 2002 1:33 AM
Subject: Measurements Corp. GDO help


| Hi Gang:
| A friend of mine just acquired a Measurements Corp. Model 59 grid dip
| meter,  Ser.#8530. (Boonton, I think)
| It is, however, missing the low frequency coil (2.2 - 5.0 Mc).
| Should anyone have a spare, or coil winding information so he can make one,
| we'd be most grateful.
|
| VE7XF
|
|

------------------------------
Date: Tue, 24 Sep 2002 19:25:19 -0500 (CDT)
From: Bob Roehrig <broehrig@aurora.edu>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Measurements Corp. GDO help
Message-ID: <Pine.OSF.4.43.0209241922590.481958-100000@mail.aurora.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII


I could not tell what the wire guage is on mine but it is at least half
(or maybe less) the diameter of the 5 mHz coil. I measured resonance at
1500 kHz with 100pf capacitance. According to my trusty Allied nomograph,
that puts it around 100 uh as Sandy said.


On Tue, 24 Sep 2002, Sandy, W5TVW wrote:

> On mine the coil looks like it is wound with #34 enemelled wire, winding is 21/32"
> long.  Measures 108 uhy. on my "Q" meter and also an Autek RF-1 meter.  Hope this
> helps.
> The form is 3/4" OD of course.
>
> 73,
>
> Sandy W5TVW
> ----- Original Message -----
> From: "Ralph Parker" <rparker@dccnet.com>
> To: "Old Tube Radios" <boatanchors@theporch.com>
> Sent: Tuesday, September 24, 2002 1:33 AM
> Subject: Measurements Corp. GDO help
>
>
> | Hi Gang:
> | A friend of mine just acquired a Measurements Corp. Model 59 grid dip
> | meter,  Ser.#8530. (Boonton, I think)
> | It is, however, missing the low frequency coil (2.2 - 5.0 Mc).
> | Should anyone have a spare, or coil winding information so he can make one,
> | we'd be most grateful.
> |
> | VE7XF
> |
> |
>
>

                              Bob Roehrig
                    Aurora University Telecom/IS dept.
                          broehrig@aurora.edu
                              73 de K9EUI

------------------------------
Date: Tue, 24 Sep 2002 07:16:41 -0400 (EDT)
From: cswiger <cswiger@widomaker.com>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Measurements Corp. GDO help
Message-ID: <20020924071226.R81531-100000@wilma.widomaker.com>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

And post the info to the list, or cc me in - My Model 59
needs one too.  Also, I'd love to find an LF model, like on
this page: http://users.erols.com/oldradio/hwhbio4.htm
for tesla coil r&d.

	Chuck
	kb4new

On Mon, 23 Sep 2002, Ralph Parker wrote:

> Hi Gang:
> A friend of mine just acquired a Measurements Corp. Model 59 grid dip
> meter,  Ser.#8530. (Boonton, I think)
> It is, however, missing the low frequency coil (2.2 - 5.0 Mc).
> Should anyone have a spare, or coil winding information so he can make one,
> we'd be most grateful.
>
> VE7XF
>
>

------------------------------
From: "Bill Hawkins" <bill@iaxs.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Measurements Corp. GDO help
Date: Wed, 25 Sep 2002 00:56:51 -0500
Message-ID: <001c01c26458$582dee60$290aa8c0@darius>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Chuck Swiger said,
"Also, I'd love to find an LF model, like on
this page: http://users.erols.com/oldradio/hwhbio4.htm
for tesla coil r&d."

Unless it's a really small Tesla coil, you need an HP 200 CD
oscillator and a way to measure current into the coil. Put
the generator and resistor in series with the cold end of
the coil. Ground the drive coils and the cold end of the HP.
Sweep the HP and look for the dip in current at self-
resonance of the coil.

Worked for me 30 years ago with a 4 foot long 4" glass pipe
and #30 wire. Never tried a GDO, though.

Regards,
Bill Hawkins

------------------------------
Message-ID: <07A064EA6042D4118A62009027F70E771821F3@nt_exchange.vifp.monash.edu.au>
From: Morris Odell <MorrisO@vifp.monash.edu.au>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: special audio tube
Date: Wed, 25 Sep 2002 17:36:03 +1000
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"

Hi all,

I don't usually put this sort of information about, but this amazing offer
on the 'bay really got my attention. I wish I could afford the shipping down
here - it would be a great trophy in the boatanchorium and would also keep
it out of the hands of those audiophooles who simply don't understand...

<http://cgi.ebay.com.au/ws/eBayISAPI.dll?MfcISAPICommand=ViewItem&item=13827
40009>

73,

Morris

------------------------------
Date: Wed, 25 Sep 2002 08:05:56 -0400 (EDT)
From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org>
Message-Id: <200209251205.IAA06175@aa4rm.ba-watch.org>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Subject: Re: special audio tube

Morris I excerpted 

> keep it out of the hands of those...who simply don't understand...

Too many of them do understand & can apply the simple HEY PRESTO
procedure so it's fine sounds return.  Return & sound just like it 
did to this guy before he let it stop too suddenly - probably it's 
last and best "warm tube sound"

Good, sharp E-eye Morris.

         ---funny impression---

the guy last week that tried to drop the reflector.  Bet he felt
the place was akin to the Eagle's "Hotel California"  where "you can 
check out any time you want but you can never leave."

------------------------------
From: <jerry.proc@sympatico.ca>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: special audio tube
Date: Wed, 25 Sep 2002 10:00:43 -0400
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit
Message-Id: <20020925140042.HIDI20904.tomts22-srv.bellnexxia.net@[209.226.175.22]>

Hi Morris,

Thank you for this amusing alert. I'm sure that with his experience repairing vacuum tubes, he must certainly know how to make water flow up hill :-)

Jerry

--
> 
> From: Morris Odell <MorrisO@vifp.monash.edu.au>
> Date: 2002/09/25 Wed AM 03:36:03 EST
> To: Old Tube Radios <boatanchors@theporch.com>
> Subject: special audio tube
> 
> Hi all,
> 
> I don't usually put this sort of information about, but this amazing offer
> on the 'bay really got my attention. I wish I could afford the shipping down
> here - it would be a great trophy in the boatanchorium and would also keep
> it out of the hands of those audiophooles who simply don't understand...
> 
> <http://cgi.ebay.com.au/ws/eBayISAPI.dll?MfcISAPICommand=ViewItem&item=13827
> 40009>
> 
> 73,
> 
> Morris
> 
> 

------------------------------
Message-Id: <5.1.0.14.0.20020926090811.00afe990@vuse.vanderbilt.edu>
Date: Thu, 26 Sep 2002 09:28:47 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: "A. B. Bonds" <ab@vuse.vanderbilt.edu>
Subject: Translation?  Crystal filters redux
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

The Japanese do not hold a monopoly on incomprehensible instructions.  I am 
working on a Halli SX-62 and got to the part about the crystal filter.

The set is driven through the mixer grid with a 455 kHz signal, unmodulated.

"Set reception control at CW and adjust BFO for a 1,000 cycle note."

Check.

"Set SELECTIVITY at Crystal/Broad."

Check.

"While slowly turning slug S-10 (IF secondary that resonates the crystal) 
in one direction across the resonant setting obtained above [i.e., by means 
of initial IF alignment at 455 kHz] , "rock" the signal generator tuning 
and observe the dip in the output meter reading as the adjustment passes 
through the response of the crystal filter."

What I get is this:  At the extremes of S-10, there is no noticeable dip, 
just a fairly smooth hump as the generator frequency is swept.  As one gets 
into the range of the crystal, the dip appears with distinct flanking 
maxima.  One can adjust S-10 such that the dip is quite prominent, which 
yields a kind of "whishing" sound (sort of like signal phasing, with higher 
frequency overtones).

Here's where I lose it.

"The correct setting of the slug S-10 is in the center of the observed 
dip."  Well, the center of the dip is defined by the signal generator 
sweep, NOT S-10.  Does this mean to use S-10 to maximize the dip?

This means it should perhaps read "Set the signal generator to the center 
of the observed dip and adjust S-10 to maximize the dip (minimum 
signal)."  Yes?  No?

There is a problem with that.  If I do so (and follow the remainder of the 
crystal filter alignment instructions), it is so hot that it tends to 
oscillate all by its lonesome (no signal).  Should I detune S-10?  If so, 
which direction?  The crystal filter is clearly asymmetric with respect to 
frequency, the "hot spot" is on the upper peak, the lower frequency peak is 
weaker and I am instructed to null it out with the crystal phasing control.

Second question:  After nulling the weaker sideband and adjusting gain at 
the crystal medium and crystal broad settings, the book sez:

"Set the Selectivity control at crystal/sharp and reset signal generator 
for the exact crystal frequency.  Switch to normal/sharp and retune [all 
the IF coils] for maximum output."  This is no doubt to center the IF chain 
on the crystal.  However, does one set the signal generator to the crystal 
NULL or the crystal PEAK??

As always, thanks for the collective wisdom.

A. B. Bonds

------------------------------
Message-ID: <20020926163827.8893.qmail@mellon.com>
From: Merz Donald S <merz.ds@mellon.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Need Manuals: HQ-180, HA-1, EE-3, QF-1A
Date: Thu, 26 Sep 2002 12:27:00 -0400
MIME-Version: 1.0
Content-Type: multipart/alternative;
	boundary="----_=_NextPart_001_01C26579.8A709F40"


This message is in MIME format. Since your mail reader does not understand
this format, some or all of this message may not be legible.

------_=_NextPart_001_01C26579.8A709F40
Content-Type: text/plain;
	charset="iso-8859-1"

Hi. I need manual copies for the following BA stuff:

Hammarlund HQ-180
Hallicrafters HA-1 T. O. Keyer
Eldico Electronic Key Model EE-3
Autek QF-1A

Any help with these would be appreciated. 
Thanks.
73, Don Merz, N3RHT

*****************************************************************
DISCLAIMER:   The information contained in this e-mail may be confidential
and is intended solely for the use of the named addressee.  Access, copying
or re-use of the e-mail or any information contained therein by any other
person is not authorized.  If you are not the intended recipient please
notify us immediately by returning the e-mail to the originator.    

------_=_NextPart_001_01C26579.8A709F40
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

------_=_NextPart_001_01C26579.8A709F40--

------------------------------
From: "Larry Menzel" <retire@rconnect.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Need Manuals: HQ-180, HA-1, EE-3, QF-1A
Date: Thu, 26 Sep 2002 12:43:06 -0500
Message-ID: <MABBLIFCMOLMMFOBKPIFMEPNCMAA.retire@rconnect.com>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

The HQ 180 and T.0. keyer are both available from the Bama site:
http://bama.sbc.edu

However, you may need to upgrade your browser or use an FTP program to
access the records.

Not sure about the other items.

Larry, N0XB
Northfield, MN

-----Original Message-----
From: owner-boatanchors@theporch.com
[mailto:owner-boatanchors@theporch.com]On Behalf Of Merz Donald S
Sent: Thursday, September 26, 2002 11:27 AM
To: Old Tube Radios
Subject: Need Manuals: HQ-180, HA-1, EE-3, QF-1A

Hi. I need manual copies for the following BA stuff:

Hammarlund HQ-180
Hallicrafters HA-1 T. O. Keyer
Eldico Electronic Key Model EE-3
Autek QF-1A

Any help with these would be appreciated.
Thanks.
73, Don Merz, N3RHT

*****************************************************************
DISCLAIMER:   The information contained in this e-mail may be confidential
and is intended solely for the use of the named addressee.  Access, copying
or re-use of the e-mail or any information contained therein by any other
person is not authorized.  If you are not the intended recipient please
notify us immediately by returning the e-mail to the originator.

------------------------------
From: "WF2U" <wf2u@starband.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Translation?  Crystal filters redux
Date: Thu, 26 Sep 2002 15:30:25 -0400
Message-ID: <NABBLNEJDDKECLKHCAAPGEGDIDAA.wf2u@starband.net>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Applying  the procedure in the instruction manual of the SP-600 to of other
receivers with crystal filters, such as the TMC GPR-90, SX-73 and others,
(some receiver manuals either don't mention finding the crystal frequency or
don't make the procedure clear) and my experience with their alignment, the
crystal filter resonant frequency will produce a peak in the signal. That's
the actual frequency which the IF chain should be aligned to.

73, meir WF2U
Landrum, SC

 -----Original Message-----
From: 	owner-boatanchors@theporch.com
[mailto:owner-boatanchors@theporch.com]  On Behalf Of A. B. Bonds
Sent:	Thursday, September 26, 2002 10:29 AM
To:	Old Tube Radios
Subject:	Translation?  Crystal filters redux


The Japanese do not hold a monopoly on incomprehensible instructions.  I am
working on a Halli SX-62 and got to the part about the crystal filter.

The set is driven through the mixer grid with a 455 kHz signal, unmodulated.

"Set reception control at CW and adjust BFO for a 1,000 cycle note."

Check.

"Set SELECTIVITY at Crystal/Broad."

Check.

"While slowly turning slug S-10 (IF secondary that resonates the crystal)
in one direction across the resonant setting obtained above [i.e., by means
of initial IF alignment at 455 kHz] , "rock" the signal generator tuning
and observe the dip in the output meter reading as the adjustment passes
through the response of the crystal filter."

What I get is this:  At the extremes of S-10, there is no noticeable dip,
just a fairly smooth hump as the generator frequency is swept.  As one gets
into the range of the crystal, the dip appears with distinct flanking
maxima.  One can adjust S-10 such that the dip is quite prominent, which
yields a kind of "whishing" sound (sort of like signal phasing, with higher
frequency overtones).

Here's where I lose it.

"The correct setting of the slug S-10 is in the center of the observed
dip."  Well, the center of the dip is defined by the signal generator
sweep, NOT S-10.  Does this mean to use S-10 to maximize the dip?

This means it should perhaps read "Set the signal generator to the center
of the observed dip and adjust S-10 to maximize the dip (minimum
signal)."  Yes?  No?

There is a problem with that.  If I do so (and follow the remainder of the
crystal filter alignment instructions), it is so hot that it tends to
oscillate all by its lonesome (no signal).  Should I detune S-10?  If so,
which direction?  The crystal filter is clearly asymmetric with respect to
frequency, the "hot spot" is on the upper peak, the lower frequency peak is
weaker and I am instructed to null it out with the crystal phasing control.

Second question:  After nulling the weaker sideband and adjusting gain at
the crystal medium and crystal broad settings, the book sez:

"Set the Selectivity control at crystal/sharp and reset signal generator
for the exact crystal frequency.  Switch to normal/sharp and retune [all
the IF coils] for maximum output."  This is no doubt to center the IF chain
on the crystal.  However, does one set the signal generator to the crystal
NULL or the crystal PEAK??

As always, thanks for the collective wisdom.

A. B. Bonds

------------------------------
Content-return: allowed
Date: Fri, 27 Sep 2002 16:12:03 -0400
From: "Roecker, Greg" <greg.roecker@lmco.com>
Subject: Help with Heathkit SB-200
To: Old Tube Radios <boatanchors@theporch.com>
Cc: n4osj@bellsouth.net
Message-id: <9D48848D685FD411B8900008C7E676B60ADA29B3@emss04m07.ems.lmco.com>
MIME-version: 1.0
Content-type: text/plain; charset=iso-8859-1
Content-transfer-encoding: 7BIT


Hello to all,

I loaded my SB-200 into a dummy load last week, using my CE-200V as the
exciter.  Everything loaded fine in the CW position.  Unkeyed the exciter,
and I selected USB and keyed the exciter again, still on the dummy load.
Blue arc and Buzzz from the center of SB-200.  The band switch is frozen in
the existing 20 meter position.

When I took it apart, it appears the front wafer (wafer A) on the band
switch arced over, and welded parts of the contacts in place.  The contact
that is badly damaged (repairing it is not an option) is connected to a
100uuf 3KV doorknob cap and the Tuning control.

Does anyone have a junker SB-200, or band switch from an SB-200?  I'd even
settle for just the front wafer switch.  Any other suggestions welcomed.  It
is in such nice shape I want to repair it.

Thanks, and 73,

Greg Roecker / n4osj
Roswell, Georgia

------------------------------
Message-Id: <5.1.0.14.2.20020927203708.00baa4c8@admin.muohio.edu>
Date: Fri, 27 Sep 2002 20:40:31 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: "James C. Garland" <4cx250b@muohio.edu>
Subject: Maroon EFJ Paint?
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

Hi Gang,
I believe someone sells the dark maroon paint for EF Johnson rigs. I had a 
quart of the stuff, but there wasn't enough left in the can to finish my 
project. It was a fast-drying lacquer and an exact match. I've got two 
Ranger 1s and a 6N2 that I need to finish.  I use a spray gun and an 
airbrush, so prefer not have spray cans. Can anybody point me to the 
supplier? Tnx.
Jim Garland W8ZR

------------------------------
From: basalop <basalop@gte.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: A  powful tool
MIME-Version: 1.0
Content-Type: multipart/alternative;
	boundary=Mg9B3yM16s2RW82
Message-ID: <KENMAIL13CrJRxKZMqA00000466@aodinc.com>
Date: 27 Sep 2002 23:10:01 -0500

--Mg9B3yM16s2RW82
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--Mg9B3yM16s2RW82--

------------------------------
Message-Id: <3.0.6.32.20020928115240.008548c0@ntpop.usnews.com>
Date: Sat, 28 Sep 2002 11:52:40 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: Avery Comarow <acomarow@usnews.com>
Subject: FS: misc. items & pubs
Mime-Version: 1.0
Content-Type: text/plain; charset="iso-8859-1"
Content-Transfer-Encoding: quoted-printable

Shipping extra except as noted. All electronic items untested and as is.

Ameco LN-2 low-pass filter, SO-239 connectors, nice condition, $5.

Sony ECM-170 electret mike, lavalier type, appearance VG+ with a few very
light scrapes. Not an E-V 664, but a big cut above mikes furnished with
cheap tape recorders. Phone plug connector. $20

Rider Sound-n-Sight code course on records. Advanced (9-20 WPM). Three LPs
and manual, in original box. Very clean, looks like it was never used. Box
is worn but records are in original jackets with cardboard separators
between each record. I used one of these courses to learn CW in the '50s.=
 $15

Crystals:
CR-23/U holders: 52.85000 mc, 50.27000 mc, 34.9000 mc, 10012.5 kc.
CR-1A holder: 8090 kc
FT-243 holders: 7733.3 kc., 8067 kc, 8358 kc, (2) 8323.333 kc
$18 for all 10 crystals, shipping included.

Box of 41 trimmers, 2-22pf. Unused. No manufacturer, 988097-1 molded into
edge. Ceramic base =BE" x 5/16". Take the whole box for $8 plus shipping.

Cornell-Dubilier synchro capacitor, MK.1 Mod. 3 Type 3C, 10-10-10 mfd. 90V,
delta connected, 1944, screw terminals. $5

Potted transformer, unused, maybe audio output? Galvin 25B61185 B (last
character
may be an 8, hard to tell). Twelve solder lugs in groups of 5 and 7. Info
on attached
paper sticker: stock no. N-17T, inventory no. 78528-2001, Dec. 1952. Mounts
on four threaded studs. 3-5/8 inches high x 3-1/4 inches wide x 3 inches=
 deep.

Sylvania GB 13D lamp, NOS.  $5

Instruction book for AN/FRC-7A and AN/FRC/17A, VG-E condition, covers and
edges slightly faded and marked by owner in several places. $8 includes
postage

1965 Allied catalog. Worn but intact. 472 pages of nostalgia. $13 includes
postage.

Original Heathkit manual for SB-600 communications speaker, ex. condition,
$8 includes postage.

Original Heathkit manual for IM-17 utility voltmeter, ex. condition, about
half of the steps are pencil-checked. $12 includes postage.

ARRL Radio Amateur's License Manual, seven copies, $4 each or all seven for
$24, including postage. 1958, (good), 1959 (fair/good), 1962, (good), 1963
(good), 1973 (good), 1979 (very good), 1981 (very good)

73, Avery W3AVE in Potomac, Md.


------------------------------

End of BOATANCHORS Digest 3397
******************************


